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-

RURAL HIGHWAY

‘:'/— 500 FT. (13 Skip Lines)

: (Optional)
See Note 5

,_\¥500 FT. (13 Skip Lines)

3

Notes:

1. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions
allow.

2. Centerline cones are optional and may be eliminated S00FT. | __
where space constraints exist. If cones are used, place (13 Skip Lines)
them 100 FT. (Min.) From flagger.

3. State Law signs (NYR9-11 or NYR9-12) are optional if the Yo
anticipated work duration is less than 4 hours. If used,

State Law sign to be placed 1000 FT. in advance of .
initial warning sign. 250 FT.(Min.)—»@0

| W m—

4. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD  from Flagger 500 FT.
AHEAD" Sign (W20-4) shall be removed, covered or turned (13 Skip Lines)
away from road users when flagging operations are not 120 FT. 5
oceurring. . . (3 Skip Lines) |

5. Should the traffic queue up prior to the advance warning X
signs the “BE PREPARED TO STOP" sign can be added fo i -
the sign series at the location shown or the entire advance 500 250 1 I
warning sign series shall be moved to a location prior fo ek | ine
the queued traffic. (6-7 Stip Lines) | ;{EJOST(L Eﬁs}

W3-4 . .
W20-7a , W Cone spacing not
. 36x36 n. 36436 In. W fo exceed 40 FT.
. (1 Skip Line)
W20-4 E
36x36 in. L
This sign shall be located L _
- G202 a Maximum distance of I ] ;;gﬂs? Eax.
36x18in. 500’ (12 Skip Lines) past . —y(2:5 Skip Lines)
the work area. | 120 FT.
W20-1 : (3 Skip Lines)
36x36 in. 2 SN
} 500FT. = s
(13 Skip Lines) S
. @<« 250 FT. (Min.)
. Flag lree | from Flagger
s Work area I
(Optional) !
See Note 5
NYSDOT I
WORK ZONE TRAFFIC CONTROL I s g{i?pFLTi}.es}
SHORT-TERM STATIONARY :
OPERATION INVOLVING l
DAYTIME |
LANE CLOSURE WITH FLAGGERS I 500 FT.
ON L
RURAL I (13 Skip Lines)
TWO-LANE CONVENTIONAL HIGHWAY ll
e
FEBRUARY 2009  TAST-C1R |

NOT TO SCALE
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RURAL HIGHWAY

Notes:
1. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where fraffic conditions allow.

2. Centerline cones are optional and may be eliminated where space

consfraints exist. If cones are used, place them 100 FT. (Min.)
from flagger.

3. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated

work duration is less than 4 hours. If used, State Law sign fo be
placed 1000 FT. in advance of initial warning sign.

. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD AHEAD"
Sign (W20-4) shall be removed, covered or tumed away from
road users when flagging operations are not occurring.

- Should the traffic queue up prior to the advance warning
signs the “BE PREPARED TO STOP" sign can
be added to the sign series at the location
shown or the entire advance warning sign
series shall be moved fo a location prior o
the queued traffic.

&
500 FT.

(13 Skip Lines)

r

500 FT.
(13 Skip Lines)

W3-4
36x36 in. ROAD
WORK
AHEAD
Sign shall be
W20-7a located 500 FT.
. 120 FT.
i in advance of o
36x36 in. intersection (3 Skip Lines)
200-300 FT.
’ s (6-7 Skip Lines
This sign shall be located
- G2{J-2I a Maximum distance of
36x18n. 500" (12 Skip Lines) past
the work area.
W20-1
36x36 in.
. Flag tree %
500 FT.
| Work area (13 Skip Lines)
NYSDOT

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
DAYTIME
LANE CLOSURE PRIOR TO AN

INTERSECTION WITH FLAGGER CONTROL
ON

RURAL
TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C2R

(Optional)
See Note

J-IT

al)

ote

i
A
A
Y

ROAD

500 FT. WORK

(13 SkipLines)  AHEAD
Sign shall be

(Optional) located 500 FT.

See Note 5 in advance of
intersection
500 FT.

(13 Skip Lines) ’
i

250 FT.
From Flagger

k100 FT. Max.
y(2.5 Skip Lines)

1

. 100 FT. Max.
y (2.5 Skip Lines)
k120 FT.

L J
-

¥ (3 Skip Lines)

250 FT. From Flagger

L

500 FT.
(13 Skip Lines)

500 FT.
(13 Skip Lines)

A

-

NOT TO SCALE
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Notes:

1. Barrier vehicles are not required for flagging operations.
Abuffer space may be provided where fraffic condifions
allow.

2. Centerline cones are opfional and may be eliminated
where space constraints exist. If cones are used, place

them 100 FT. (Min.) From flagger.

3. State Law signs (NYR9-11 orﬁe‘r’Rg—Q} are optional
if the anticipated work durafion is less than 4 hours. If
used, State Law sign fo be placed 1000 FT. in advance
of initial waming sign.

4. "BE PREPARED TO STOP" Sign (W3-4) and "ONE LANE
ROAD AHEAD" Sign (W20-4) shall be removed, covered
or turned away from road users when flagging operations
are not occurming.

RURAL HIGHWAY

WAIT GO
ON ON
STOP | | SLOW

(13 Skip Lines)

(13 Skip Lines)

(3 Skip Lines)

(5-7 Skip Lines)

500 FT.

500 FT.

120 FT.

200-300FT.

W20-4
36x36 in.
5202 This sign shall be located a Maximum
26 1_8 . distance of 500' (12 Skip Lines) past
X181 the work area.
W20-1 W34
36x36 in. 36x36 in.

Automated Flagger
B——  Device with Stop/Slow
Panels and Signs

-~

oy Work Area

WORK ZONE TRAFFIC CONTROL

NYSDOT

SHORT-TERM STATIONARY

LANE CLOSURE WITH TWO
AUTOMATED FLAGGER DEVICES

TWO-LANE CONVENTIONAL HIGHWAY

OPERATION INVOLVING
DAYTIME

(STOP/SLOW PANELS)
ON
RURAL

FEBRUARY 2009 TAST-C3R

(13 Skip Lines)

500FT.

%

500FT.
(13 Skip Lines)

100 FT. Max.
2.5 Skip Lines)

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

100 FT. Max.
(2.5 Skip Lines)

120 FT.
(3 Skip Lines)

500 FT.

(13 Skip lines)

500 FT.
(13 Skip Lines)

NOT TO SCALE
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RURAL HIGHWAY

L

Notes:

1. Short-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period. A - -

2. The barrier vehicle shall be an unoccupied large dump truck, T
with the parking brake set and with the front wheels turned =5
away from the employees in the work area. ==

3. There shall be no workers. equipment. or other vehicles in the & E
buffer space or the roll ahead distance. s|@ .

4. Any buffer distance provided in advance of the barrier vehicle | Cone spacing not
set-up will add fo the safety of the work area. The buffer spaceis | = to exceed 40 FT.
from the end of the lane taper to the beginning of the work area.

5. State Law signs (NYRS-11 or NYRS-12) are optional if the ,
anticipated work duration is less than 4 hours. If used, State 100 FT. Min.

Law sign to be placed 300-500 FT. In advance of initial . (2.5 Skip Lines)
warning sign. )
Spotter
Recommended
Speed Roll Ahead
Limit Buffer Space 3
(Mph) pa Distance _
30 | 200° (5 Skip Lines) |40’ (1 Skip Line) “ E
) . : A ] k If Barrier Vehicle Set-upis
35 | 250° (~6 Skip Lines) |40’ (1Skip Line) g =1 % used: Barrier Vehicle is
40 | 305 (~B Skip Lines) | 40 (1 Skip Line) e & Required and TMIA
45 | 360° (9 Skip Lines) |80 (2 Skip Lines) 3 5 Recommended.
50 | 425 (~11 Skip Lines) | 80" (2 Skip Lines) § g|i
55 | 495 (~13 Skip Lines) | 80° (2 Skip Lines) & =
& =2
s 2
This sign shall be located a Maximum @
- G202 distance of 500' (12 Skip Lines) past See Note 4
K18 the work area.
L

-
Y

W20-1 W21-5 2 200 FT.
36x36 in. 36x36 in. = (5 Skip Lines)
<=
Work Area
500 FT. (Min.)

Arrow Panel
_ (Caution Mode)
CEEEB  Barier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

(1 Reference Marker)

SHORT-TERM STATIONARY

OPERATION INVOLVING 500 FT. (Min.)
SHOULDER CLOSURE (1 Reference Marker)
(PAVED SHOULDER 8 FT. OR WIDER)
ON
RURAL

TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST.CAR NOT TO SCALE

IFB #23133
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RURAL HIGHWAY

Notes:

1. Short-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period.

2. The barrier vehicle shall be an unoccupied large dump truck,
with the parking brake set and with the front wheels turned
away from the employees in the work area.

3. There shall be no workers, equipment, or other vehicles in the
buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier vehicle
set-up will add to the safety of the work area. The buffer space

is from the end of the lane taper to the beginning of the work area.
5. State Law signs (NYR9-11 or NYR9-12) are optional if the L

anticipated work duration is less than 4 hours. If used, State
Law sign to be placed 300-500 FT. In advance of initial warning sign.

500 FT. (Min.)
(1 Reference Marker)

Taper -

Lengths | Shoulder | gy ]

Limit | Spcy | f2sedon | o Cy | Ahead | F
(Mph) Lane Shilt 1 4.6 shife (Distance| 2 3]
10 [ 117 [ 12 .

30 | 2000 | 150° | 165 | 180" | 20°-30° 40 3 3
% | 250 |205 225|245 2540 | a0 [ &S
© | 305 |20 | 300|320 | %50 | 40 | & 2
% | 360 |50 |5 |sa0 | 6090 | s0 | 2 %
2 b

50 | 425 | 500 | 50| 600’ [ 70100 | 80’ 5
55 | 495 | 550° | 605|660 | 751100 | 80’ :

48x24 in.
This sign shall be located a Maximum

[ROABWOR] 5202, distance of 500' (12 Skip Lines) past

the work area.

W4-2R NYW8-33

36x36in. 48x%24 in.

W20-1 W20-5R

36x36 in. 36x36 in.

Arrow Panel --'-
_ (Caution Mode)

Barrier Vehicle [ Work Area
DEEED it TmA 2,

NYSDOT

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING

RIGHT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON

RURAL
MULTI-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C5R

—— — E— —— E——— EE—— E—— — — — — —— —

IFB #23133

Cone spacing not
to exceed 40 FT.

" 100 FT. Max.
“{2.5 Skip lines)

[ ]
Spotter
_ o H Recommended

If Barrier Vehicle set-up is used:
Barrier Vehicle and TMIA
are Required if speeds are
45 mph or greater. Barrier
Vehicle is Required and
TMIAis Recommended if
speeds are less than 45 mph.

I

See Note 4

e

See Table
for Lane Taper

L)

» (=

r
L See Table for
Shoulder Taper

(L3)

a
*

500 FT. (Min.)
(1 Reference Marker)

500 FT. {Min.)
(1 Reference Marker)

500 FT. {Min.)
(1 Reference Marker)

NOT TO SCALE
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RURAL HIGHWAY 7 Y 1~ | T TAST-C7R
=
(i
| &
1. Short-term stationary is daytime work that occupies ~ See Note 2 v
alocation for more than 1 hour within a single y S
daylight period. la |
2. In urban cenditiens, advance warming sign spacing =R Cone spacing not
may be reduced toa 100 FT. (Min.) in order to I% gg to exceed 40 FT.
accommodate side streets and driveways. R I (1 Skip Line)
3. The Barrier Vehicle shall be an unoccupied large dump X 'y
truck, with the parking brake set and with the front wheels ' 200 ET.
turned away from the employees in the work area. (Optional) | Skio Li :
4. There shall be no workers. equipment, or other vehicles (7 Skip Lines)
in the buffer space or the roll ahead distance. J . ¥
5. Any buffer distance provided in advance of the barrier 'y I
vehicle will add to the safety of the work area. The buffer
space is is from the end of the lane taper to the beginning =
of the work area. = 5 I Barrier Vehicle
B. If using BOTH a Barrier vehicle and a Buffer Space, E = s and TMIA Required
first place the Barrier Vehicle at the required roll-ahead &= . if Buffer Space
distance from the work area, and then provide as much @@ cannot be obtained.
Buffer Space as practicable. gg I
7. State Law signs (NYR9-11 or NYRS-12) are optional if the « % _
the anticipated work duration is less that 4 hours. If used, = & ol Ahead
State Law sign is to be placed 300 FT. In advance of the @ Distance
initial warning sign. a0 FT.
¥ | y (2 8kip Lines)
'{ml';m L Buffer Space 1 ¢
360" (9 Skip Li ||| . Spotters
45 (9 Skip Lines) ! Recommended
50 425’ (~11 Skip Lines)
- 1 X
55 495’ (~13 Skip Lines) X I X Roll Ahead
— Distance
This sign shall be located % - 80FT.
- G20-2  aMaximum distance of L I y (2 SkipLines)
36x18in. 500 (12 Skip Lines) past 82 -
the work area. 22 | Barrier Vehicle
22 | and TMIA Required
w201 W20-5 Cg if Buffer Space
36x36 in. 36x36 in. i I' cannot be obtained.
o
7 W ' Rd-7 y I
ork Area =
m 24x30in. ' I ¥
300 FT.
_ Arrow Panel (Caution Mode) | (7 Skip Lines)
(Optional) v
m Barrier Vehicle with TMIA A 500FT
| (~13 Skip Lines)
See Note 2
NYSDOT VN
WORK ZONE TRAFFIC CONTROL |
SHORT-TERM STATIONARY
OPERATION INVOLVING | 500 ET.
TWO-WAY LEFT TURN LANE CLOSURE (~13 Skip Lines)
ON
RURAL | ,
CONVENTIONAL HIGHWAY :
FEBRUARY 2009  TAST-C7R NOT TO SCALE

IFB #23133
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LOW SPEED URBAN HIGHWAY
(30-40 mph)

—

200FT.
Notes: (5 Skip Lines)
1. In urban conditions, advance warning sign spacings may  See Note 1
be reduced to a 100 FT. (Min.) in order to accommodate side
streets and driveways.

2. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions

-

::/—200 FT. (5 Skip Lines)

allow. 200 FT. (Optional)
3. Centerline cones are optional and may be eliminated (5 Skip Lines) Y See Note 6

where space constraints exist. If cones are used, place

them 100 FT. (Min.) From flagger. , . :\200 FT. (5 Skip Lines)
4. State Law signs (NYR9-11 or NYR9-12) are optional if the B I ¥

anticipated work duration is less than 4 hours. If used, 1

State Law sign to be placed 1000 FT. in advance of 100 FT. (Min.) _—~® . 200FT.

inifial waming sign. From Flagger - (5 Skip Lines)
5. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD =

AHEAD" Sign (W20-4) shall be removed, covered or 80 FT. I

turned away from road users when flagging operations (2 Skip Lines) . ¥

are not occurring. 1 -
6. Should the fraffic queue up prior fo the advance waming 300-300 FT. |

signs the “BE PREPARED TO STOP" sign can be added to (5.7 Siip Lines) | 100 ET. Max

the sign series at the locafion shown or the entire advance
warning sign series shall be moved to a locafion prior to
the queued traffic.

2.5 Skip Lines)

1

'
'
W20-7a W3-4 : ::- :::_g Cone spacing not
36x36 in. 36x36 in. - ' fo exceed 40 FT.
: (1 Skip Line)
:
W20-4 <
36x36n. :
This sign shall be located k -
G20-2 a Maximum distance of | i 21205? Eax.
36x18in. 500’ (12 Skip Lines) past y (2.5 Skip Lines)
the work area. U 8OFT.
W20-1 2 - v (2 Skip Lines)
36x361 200 FT. ;
X0 1. (5 Skip Lines) - _—100 FT. (Min.) From Flagger
. Flag Tree % (Optional) : o
i See Note 6
Work Area e I

200 FT.

LOW SPEED URBAN (30-40 mph)
TWO-LANE CONVENTIONAL HIGHWAY

NYSDOT i (5 Skip Lines)
WORK ZONE TRAFFIC CONTROL |
1 y
SHORT-TERM STATIONARY .
OPERATION INVOLVING I 00ET
DAYTIME I (5 Skip Lines)
LANE CLOSURE WITH FLAGGERS | See Noto 1
ON
|
|
|

-

FEBRUARY 2009  TAST-C1UL NOT TO SCALE

IFB #23133
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LOW SPEED URBAN HIGHWAY
(30-40 mph)
Notes:

1. In urban conditions, advance waming sign spacings may be reduced
toa 100 FT. (Min.} in order to accommodate side streets and driveways.
2. Barrier vehicles are not required for flagging operations. A buffer space

. Should the fraffic queue up prior to the advance
waming signs the “BE PREPARED TO STOP” sign -
can be added to the sign series at the location
shown or the entire advance warning sign series shall ‘|
be moved to a location prior to
the queued traffic. t

LOW SPEED URBAN (30-40 mph)
TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C2UL

vt

[

may be provided where traffic conditions allow. (200 FT.

3. Centerline cones are optional and may be eliminated where space (5 Skip Lines)
constraints exist. If cones are used, place them 100 FT. (Min.) See Note 1 ROAD
from flagger. . . N Y 200 FT. WORK

4. State Law signs (NYRS-11 or NYR9-12) are optional if the anticipated (5 Skip Lines) AHEAD
work duration is less than 4 hours. If used, State Law sign to be Sign shall be
placed 1000 FT. in advance of initial waming sign. 200 FT. (Optional) located 200 FT.

5. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD AHEAD" (5 Skip Lines) l 'See Note § in advance of
Sign (W20-4) shall be removed, covered or turned away from intersection
road users when flagging operations are not occurring. 200 FT.

(5 Skip Lines)

®

—
W3-4 7 l
36x36 in. ﬁ%&i 1 100 FT.
AHEAD ptional)  From Flagger
Sign shall be :
W20-7a located 200FF 80 FTf e T 3
36x3Gin. N ereomtion (2 Skip Lines)q _
200-300 FT.
W20-4 -0
’ 36x36in. (5-7 Skip Lines ‘
This sign shall be located ‘1 100 FT. Max.
- G20-2 5 Maximum distance of | (2.5 Skip Lines)
36x18In. 500" (12 Skip Lines) past g
the work area. - l..d
W20-1 See(Note 2
36:36 . | #5100 FT. Max.
% ) N | { (25 Skip Lines)
: = AB0FT.
Flagt .
@ oo s ey | ! 1 ¥ (2 Skip Lines)
1 Work area (5Skip Lines) | ' 100 FT. From Flagger
NYSDOT — I -
WORK ZONE TRAFFIC CONTROL >
. o - 200 FT.
(Optional) - 5 Skip Li
SHORT-TERM STATIONARY See Note 6 - (5 Skip Lines)
CPERATION INVOLVING s
DAYTIME
LANE CLOSURE PRIOR TO AN - o
INTERSECTION WITH FLAGGER CONTROL 200FT. (5 Skip Lines)
ON See Note 1

LY

NOT TO SCALE

IFB #23133
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LOW SPEED URBAN HIGHWAY
(30-40 mph)

-

Notes: = o .
1. In urban conditions, advance warning sign spacings

may be reduced to a 100 FT. (Min.) in order to
accommodate side streets and driveways.

2. Barrier vehicles are not required for flagging operations.
Abuffer space may be provided where fraffic conditions

allow.
3. Centerline cones are optional and may be eliminated

where space constraints exist. If cones are used, place
them 100 FT. (Min.) From flagger.

4, State Law signs (NYR9-11 or NYR9-12) are optional
if the anticipated work duration is less than 4 hours. If used,
State Law sign fo be placed 1000 FT. in advance of initial
waming sign.

5.“BE PREPARED TO STOP" Sign (W3-4) and “ONE LANE
ROAD AHEAD" Sign (W20-4) shall be removed, covered
or turned away from road users when flagging operations
are not occurring.

o8

200 FT.
(5 Skip Lines)
See Note 1

200 FT.
( 5 Skip Lines)

80FT.

-
(2 Skip Lines}I

|

200-300 FT.
(57 Skip Lines

200 FT.
(5 Skip Lines)

X100 FT. Max.
2.5 Skip Lines)

WAIT GO
ON ON
STOP | | SLOW

Cone spacing not

— — — — — — — — — i — i b B— — g e gy — — — g — — — — i — S — ) — — — — — — — — — —

—
—

FEBRUARY 2009  TAST-C3UL

W20-4 iy to exceed 40 FT.
36x36in. A (1 Skip Line)
620-2 This sign shall be located a Maximum '
- 36 -8' distance of 500 (12 Skip Lines) past
X180 4o work area. ee Note 2
W20-1 W3a-4 100 FT. Max.
36x36 in. 36x36 in. (2.5 Skip Lines)
80 FT.
Automated Flagger 200 FT. (2 Skip Lines)
Device with Stop/Slow (5 Skip Lines)
Panels and Signs
Waork Area
L
NYSDOT
WORK ZONE TRAFFIC CONTROL
200 FT.
SHORT-TERM STATIONARY - - (5 Skip fines)
OPERATION INVOLVING
DAYTIME -y
LANE CLOSURE WITH TWO 1
AUTOMATED FLAGGER DEVICES 200 ET
(STOP/SLOW PANELS) .
B Rt
LOW SPEED URBAN (30-40 mph)
TWO-LANE CONVENTIONAL HIGHWAY "

NOT TO SCALE

IFB #23133
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URBAN HIGHWAY
Notes:

1. Short-term stationary is daytime work that occupies a locafion
for more than 1 hour within a single daylight period.

2. In urban conditions, advance warning sign spacing may be
reduced (100 FT. Min.) in order fo accommodate side streets
and driveways.

3. The barrier vehicle shall be an unoccupied large dump truck,
with the parking brake set and with the front wheels turned
away from the employees in the work area.

4. There shall be no workers, equipment, or other vehicles in the

buffer space or the roll ahead distance.

1

= [rosE o

350 FT. (9 Skip Lines)

Cone spacing not

Low Speed Urban (30-40 mph):
200 FT. (5 Skip Lines)
High Speed Urban (45-55 mph):

620-2 This sign shall be located a Maximum
- ) distance of 500' (12 Skip Lines) past
the work area.

36x18 in.

W20-1
36x36in.

-
A

W21-5
36x36 in.

Arrow Panel
_ (Caution Mode)
CEED  Barrier Vehicle with TMIA

5. Any buffer distance provided in advance of the barrier vehicle to exceed 40 FT.
set-up will add to the safety of the work area. The buffer space is
from the end of the lane taper to the beginning of the work area. 100 ET. Mi
6. State Law signs (NYR9-11 or NYR9-12) are optional if the 25 Sk Li n.
anticipated work duration is less than 4 hours. f used, State 3 (25 Skip Lines)
Law sign to be placed 300-500 FT. In advance of initial
warning sign. R o?riorrt:rrlded
e Roll Ahead
Limit Buffer Space E
(Mph) pa Distance
30 | 200° (5 Skip Lines) |40’ (1 Skip Line) .
, T YT B If Barrier Vehicle Set-up is
35 | 250" (~6 Skip Lines) |40’ (1Skip Line) g = used: Barier Vehicle is
40 305 (~8 Skip Lines) | 40’ (1 Skip Line) = § Required and TMIA
45 | 360" (9 Skip Lines) |80’ (2 Skip Lines) 3 g Recommended.
50 | 425 (~11 Skip Lines) | 80 (2 Skip Lines) § %‘%
55 | 495 (~13 Skip Lines)| 80" (2 Skip Lines) & %
£ 2
z E
@

See Note 4

200 FT.
(5 Skip Lines)

< —F Low Speed Urban
(3040 mph):
200 FT. (5 Skip Lines)
High Speed Urban

(45-55 mph):
350 FT. (9 Skip Lines)

See Note 2 for
NYSDOT Sign Spacing
WORK ZONE TRAFFIC CONTROL Options
Low Speed Urban
SHORT-TERM STATIONARY (30-40 mph):
OPERATION INVOLVING 200 FT. (5 Skip Lines)
SHOULDER CLOSURE High Speed Urban
(PAVED SHOULDER 8 FT. OR WIDER) (45-55 mph):

ON
URBAN

TWO-LANE CONVENTIONAL HIGHWAY

FEERUARY 2009

TAST-C4U

IFB #23133

350 FT. (9 Skip Lines)

NOT TO SCALE
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(NYSDOT Specific Projects)(Federal & State Funds)

Page 12 of 29

LOW SPEED URBAN HIGHWAY
(30-40 mph)

Notes:

than 1 hour within a single daylight period.

in the work area.

1. Short-term stationary is daytime work that occupies a location for more

2. In urban conditions, advance warning sign spacing may be reducedto a
100 FT. (Min.} in order to accommodate side streets and driveways.

3. The Barrier Vehicle shall be an unoccupied large dump truck, with the
parking brake set and with the front wheels turned away from the employees

4. There shall be no workers, equipment, or other vehicles in the buffer

-—
-
—

-*

space or the roll ahead distance.

the lane taper to the beginning of the work area.

placed 300 FT. In advance of the initial warning sign.

SP iy | Buffer Space
30 200° (5 Skip Lines)
35 250" (~7 Skip Lines)
40 305’ (~8 Skip Lines)

This sign shall be located

G202 aMaximum distance of
36x18 in. 500" (12 Skip Lines) past

the work area.
W20-1 Wia-2R
36x36 in. 36x36 in.
NYW8-33 W20-5R
48x24 in. 36x36 in.
48x24 in.
Arrow Panel
_ (Caution Mode)
Barrier Vehicle
m with TMIA - Work Area
NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING

RIGHT LANE CLOSURE
(CURBED OR NO SHOULDER)
ON
LOW SPEED URBAN (30-40 mph)
ONE-WAY CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C5UL

5. Any buffer distance provided in advance of the barrier vehicle set-up will
add to the safety of the work area. The buffer space is from the end of

6. State Law signs (NYR9-11 or NYRS-12) are optional if the anticipated
work duration is less that 4 hours. If used, State Law sign is to be

|

=

Buffer Space (See Table)
OR
Barrier Vehicle Set-up Required.

320 FT.
(8 Skip Lines)

2

*-

100 FT. Max.
2.5 Skip Lines)
. J Spotter
<« | Recommended

il

Roll Ahead Distance

40FT.

(1 3kip Ling)

If Barrier Vehicle
Set-up is used:
Barrier Vehicle

is Required
and TMIA

Recommended

See Note 5

Cone spacing not
toexceed 40 FT.
{1 Skip Line)

T - -
ry

200 FT.
(5 Skip Lines)

*;‘

200 FT.
(5 Skip Lines)

See Note 2 for
: Sign Spacing
Options

200FT.
(5 Skip Lines)

i

®
4

4
' NOT TO SCALE
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GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting
(NYSDOT Specific Projects)(Federal & State Funds)

Page 13 of 29

LOW SPEED URBAN HIGHWAY
(30-40 mph)
Notes:

1. Short-term stationary is daytime work that occupies a location for more than
1 hour within a single daylight period.

2. Inurban condiions, advance warning sign spacing may be reduced to a 100 FT.

(Min.) in order to accommodate side streets and driveways.

3. The Barrier Vehicle shall be an unoccupied large dump truck with the parking
brake set and with the front wheels turned away from the employees in the
work area.

4. There shall be no workers, equipment. or other vehicles in the buffer space or
the roll ahead distance. r

5. Any buffer distance provided in advance of the barrier vehicle set-up
will add to the safety of the work area. The buffer space is from the
end of the lane taper to the beginning of the work area.

6. State Law signs (NYR3-11 or NYR9-12) are optional if the
anticipated work duration is less that 4 hours. if used, State

Law sign is to be placed 300 FT. In advance of the initial
warning sign.

-
*

Buffer Space (See Table)
OR

Spemion ™| Buffer Space

30 200’ (5 Skip Lines)
35 250° (~7 Skip Lines)
40 305’ (~8 Skip Lines)

320 FT.

(8 Skip Lines) . Barrier Vehicle Set-up Required.

G20-2 This sign shall be located a Maximum
36x18 in distance of 500" (12 Skip Lines) past
" thework area.

640 FT.
W20-52R wo-2L (16 Skip Lines
36X36in. 36x36 in.
W20-1 W4-2R
36x36 in. 36x36 in. (Optonal)

ole
b4

\ 4

NYW8-33 W1-6L
48x24 in. 48x24 in.

77 WorkArea 320FT.
£ (8 Skip Lines)

Arow Panel
(Caution Mode)

Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT TWO LANE CLOSURE
(CURBED OR NO SHOULDER)
ON
LOW SPEED URBAN (30-40 mph)
ONE-WAY CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C6UL

—

I TMIA Recommended.
See Note 5 Barrier Vehicle #2

:F‘.

*0 &

TAST-C6UL

F'y
200 FT. Max.
(5 Skip Lines)

h 4

Spotter
Recommended
m Cone spacing not
to exceed 40 FT.
{1 Skip Line)

Roll Ahead Distance
40 FT. (1 Skip Line)

L \joh #2

If Barrier Vehicle
_ Sef-up is used:

Barrier Vehicle #1
is Required and

Recommended and
TMIA s Recommended

320 FT.
(8 Skip Lines)

320 FT.
(8 Skip Lines)

=

{Optional)

200 FT.
(5 Skip Lines)
200 FT.
(5 Skip Lines)
See Mote 2
4 for spacing
option.
200 FT.
(5 Skip Lines)
r
NOT TO SCALE
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GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting
(NYSDOT Specific Projects)(Federal & State Funds)

Page 14 of 29

LOW SPEED URBAN HIGHWAY
(30-40 mph)

MNotes:
1. Short-term stationary is daytime work that occupies

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING

TWO-WAY LEFT TURN LANE CLOSURE
ON
LOW SPEED URBAN (30-40 mph)
CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C7UL

See Note 2

Skip Lines}'li

Is

-

200 FT.
(5 Skip Lines)

-

h———_
-

a location for more than 1 hour within a single y
daylight period. 12
2. Inurban conditions, advance warning sign spacing 3 Cone spacing not
may be reduced to a 100 FT. (Min.} in order to & to exceed 40 FT.
accommodate side streets and driveways. @ (1 Skip Line)
3.The Barrier Vehicle shall be an unoccupied large dump r—
truck, with the parking brake set and with the front wheels
turned away from the employees in the work area. (Optional) 160FT.
4. There shall be no workers, equipment, or other vehicles (4 Skip Lines)
in the buffer space or the roll ahead distance.
5. Any buffer distance provided in advance of the barrier
vehicle will add fo the safety of the work area. The buffer
is is from the end of the lane taper to the beginni )
2??:5;1 ;:,_ end of the lan taper fo the beginning i w© Barrier Vehicle
6. If using BOTH a Barrier vehicle and a Buffer Space, 'y 2 Required and TMIA
first place the Barrier Vehicle at the required roll-ahead 2 . Recommended
distance from the work area, and then provide as much 38 if Buffer Space
Buffer Space as pradticable. &3 | cannot be obtained.
7. State Law signs (NYR9-11 or NYR8-12) are opfional if g E
the anticipated work duration is less that 4 hours. If used, e @ Roll Ahead
State Law sign is to be placed 300 FT. In advance of the m Distance
inttial wamning sign.
Speed |
(iphy | _ Bt Space
I Spotters
30 200’ (5 Skip Lines) i Recommended
35 250" (~7 Skip Lines) 2 :
40 |305' (~8 Skip Lines) I | Roll Ahead
. Distance
o . = 40 FT.
G20-2 This sign shall be located a Maximum = © | I (1 Skip Lines)
- 3618 in, distance of 500" (12 Skip Lines) past i w
the work area. 2z I Barrier Vehicle
£2 Required and TMIA
W20-1 W20-5 e : Recommended
36x%36 in. 36x36in. L w = if Buffer Space
a I cannot be obtained.
' R4-7 | |
7] Work Area 285301n. I I F
1 .
_ . | (4 Skip Lines)
Arrow Panel (Caution Mode) (Optional) y
b
ier Vehicle with TMIA 200 FT.
m Barrier Vehicle wi | (5 Skip Lines)
NYSDOT See Note 2

NOT TO SCALE
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GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting
(NYSDOT Specific Projects)(Federal & State Funds)

Page 15 of 29

Notes: (30-40 mph)

employees in the work area.

LOW SPEED URBAN HIGHWAY

4. There shall be no workers, equipment, or other vehicles in the £

1. Short-term stationary is daytime work that occupies a location for
more than 1 hour within a single daylight period.
2. In urban conditions, advance warning sign spacing may be reduced
(100 FT. Min.) in order to accommodate side streets and driveways.
3. The barrier vehicle shall be an unoccupied large dump truck with
the parking brake set and with the front wheels turned away from the

In advance of infersection.

buffer space or the roll ahead distance.
5. Any buffer distance provided in advance of the barrier vehicle set-up

will add to the safety of the work area. The buffer space is from the
end of the lane faper to the beginning of the work area.

6. State Law signs (NYR9-11 or NYR9-12) are optional if anticipated
work duration is less than 4 hours. If used, State Law sign to be
placed 300 FT in advance of initial warning sign.

7. Place "ROAD WORK AHEAD" signs on side road 100-200 FT.

Speed Limit
(Mph)

Buffer Space

30 200’ (5 Skip Lines)

15 250° (~7 Skip Lines)
40 305* (~8 Skip Lines)

NYW8-33
36x18in.

®

Wi4-2R
36x36 in.

W20-1
36x36in.

g Work Area

Amrow Panel
(Caution Mode)

W20-5R
36x36in.

G202 This sign shall be located a Maximum ‘
36x18in. distance of 500" (12 Skip Lines) past =

the work area.

Wi1-6L
48x24 in.

CESER  Barrier Vehicle with TMIA

Buffer Space (See Table)
OR
Barrier Vehicle Set-up Required.

q 30 FT.

i eld
d

k 30FT ]

80FT. 4
(2 Skip
Lines) ¥

Lt

See Note 7

320 FT.
(8 Skip Lines)

NYSDOT

WORK ZONE TRAFFIC CONTROL

OPERATION INVOLVING

FEBRUARY 2009

SHORT-TERM STATIONARY

RIGHT LANE CLOSURE THRU INTERSECTION
(CURBED OR NO SHOULDER)

ON
LOW SPEED URBAN (30-40 mph)
ONE-WAY CONVENTIONAL HIGHWAY

TAST-C8UL

] A

100 FT. Max.
(2.5 Skip Line)
r

Roll Ahead distance
40FT.
{1 Skip Line)

v [fBarrier Vehicle
set-up is used:

_ Barrier Vehicle

- is Required

and TMIAis
3

Recommended.

See Note 5

Cone spacing not
y to exceed 40 FT.
{1 Skip Line)

k

See Note 7

" =)

200 FT.
(5 Skip Lines)

- ®

200FT.
(5 Skip Lines)

%

200 FT.
(5 Skip Lines)

See Note 2

for spacing
options

e

k

NOT TO SCALE
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GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting Page 16 of 29

(NYSDOT Specific Projects)(Federal & State Funds)

-

HIGH SPEED URBAN HIGHWAY
(45-55 mph)

:'/— 350 FT. (9 Skip Lines)

Notes:
1. Barrier vehicles are not required for flagging operations.
A buffer space may be provided where traffic conditions
allow.

2. Centerline cones are optional and may be eliminated 350FT. | __ (Optional)
where space constraints exist. |f cones are used, place (9 Skip Lines) i See Note 5
them 100 FT. (Min.) From flagger. \ o

3. State Law signs (NYR9-11 or NYRS-12) are optional if the : r 350 FT. (9 Skip Lines)
anticipated work duration is less than 4 hours. If used, I
State Law sign o be placed 1000 FT. in advance of . |
initial warning sign. 175 FT.(Min)—@

4. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD  from Flagger ; 350 FT.

AHEAD" Sign (W20-4) shall be removed, covered or turned ~ (9 Skip Lines)
away from road users when flagging operations are not 120 FT. 4
oceuring. . , (3 Skip Lines) |

5. Should the fraffic queue up prior fo the advance warning X
signs the “BE PREPARED TO STOP" sign can be added to i -
the sign series at the location shown or the entire advance

ing si ies shall b d to a location prior t 200-300 FT. I
warning sign series shall be moved to a location prior o5 7 gyin | jnes) 100 FT Max.
the queued fraffic. | 2.5 Skip Lines)
! W3-4 =
’ g‘éiﬂsg ?n 36x36 in. = Cone spacing not
' | to exceed 40 FT.
= (1 Skip Line)
W20-4 =
36x%36 in. =
o k
This sign shall be located
G202 a Maximum distance of & - 100 FT. Max.
36x18 in. 500' (12 Skip Lines) past i | ___y(2.5 Skip Lines)
the work area. L I ] 0T
W20-1 .
. 36x36 in. : - (3 Skip Lines)
?[ 350FT. e
(9 Skip Lines) &
. Flag tree -~ @<«—175FT. (Min.)
| from Flagger
Work area |
(Optional) 1 _—
See Note 5 3
NYSDOT I
WORK ZONE TRAFFIC CONTROL 1 = | 3350 E,T- \
- ip Lines
SHORT-TERM STATIONARY :
OPERATION INVOLVING l .
DAYTIME | 1
LANE CLOSURE WITH FLAGGERS I 350 FT.
ON o
HIGH SPEED URBAN (45-55 mph) | (9 Skip Lines)
TWO-LANE CONVENTIONAL HIGHWAY ll |l
T
FEBRUARY 2009  TAST-C1UH I

NOT TO SCALE
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GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting Page 17 of 29
(NYSDOT Specific Projects)(Federal & State Funds)

HIGH SPEED URBAN HIGHWAY
(45-55 mph) llf

Notes:
1. Barrier vehicles are not required for flagging operations.

A buffer space may be provided where traffic conditions allow. "ﬂ
2. Centerline cones are optional and may be eliminated where space

constraints exist. If cones are used, place them 100 FT. (Min.) 350 FT.
from flagger. (9 Skip Lines)

3. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated ROAD
work duration is less than 4 hours. If used, State Law sign fo be 350 FT. WORK
placed 1000 FT. in advance of initial warning sign. l (9 Skip Lines) Si;ﬁsﬂﬁ)ba

4. Flagger Symbol Sign (W20-7a) and “ONE LANE ROAD AHEAD" .

Sign (W20-4) shall be removed, covered or tumed away from (9 Skipa EL?ng} S(Optrl:lj n;I}E l?ﬁifsafog EfT
road users when flagging operations are not occurring. l e No intersection

5. Should the traffic queue up prior to the advance warning

(

signs the "BE PREPARED TO STOP" sign can
be added fo the sign series at the location
shown or the entire advance warning sign
series shall be moved to a location prior fo
the gueued traffic.

350 FT.
9 Skip Lines) ’
e
oo

W3-4 b l
36x36 in. ROAD 175 FT.
ﬁ%% al)  From Flagger -
Sign shall be :

W20-7a located 350 Ffr 120 FT.X = 2

i in advance o e | .
36x36in. intersection (3 Skip L|nes}!, |

200-300 FT.
W20-4 U
36x36 in. (5-7 Skip Lines
This sign shall be located k100 FT. Max.

G20-2 3 Maximum distance of l (2.5 Skip Lines)

36x181n. 500" (12 Skip Lines) past

%
L

M1 XX

WORK ZONE TRAFFIC CONTROL

[ 1 /N . ) ) (S 1 T, S ———————

the work area. :
W20-1 . See Note 1
3636, : | 7% 100 FT. Max.
% ) = | (25 Skip Lines)
/ - N 120 FT.
Flag t .
Ao e 350 FT. (Op . ¥ (3 Skip Lines)
"] Work area (9 Skip Lines) | 175 FT. From Flagger
NYSDOT | :

(Optional) 350 FT.
SHORT-TERM STATIONARY See Note 5 (9 Skip Lines)
OPERATION INVOLVING "
DAYTIME )

{ [OSap|oske |

LANE CLOSURE PRIOR TO AN

INTERSECTION WITH FLAGGER CONTROL
ON

HIGH SPEED URBAN (45-55 mph)
TWO-LANE CONVENTIONAL HIGHWAY

350 FT.
(9 Skip Lines)

Ut -'-"

FEERUARY 2009 TAST-C2UH NOT TO SCALE
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GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting

Page 18 of 29

(NYSDOT Specific Projects)(Federal & State Funds)

HIGH SPEED URBAN HIGHWAY
(45-55 mph)

Notes:
1. In urban conditions, advance warning sign spacings

may be reduced fo a 100 FT. (Min.) in order to
accommodate side streets and driveways.

2. Barrier vehicles are not required for flagging operations.
Abuffer space may be provided where traffic conditions

allow.
3. Centerline cones are optional and may be eliminated

where space constraints exist. If cones are used, place
them 100 FT. (Min.) From flagger.

. State Law signs (NYR9-11 or NYR9-12) are optional
if the anticipated work duration is less than 4 hours. If
used, State Law sign fo be placed 1000 FT. in advance
of initial waming sign.

. "BE PREPARED TO STOP" Sign (W3-4) and "ONE LANE
ROAD AHEAD" Sign (W20-4) shall be removed, covered
or turned away from road users when flagging operations
are not occurring.

WAIT GO
ON ON
STOP | | SLOW

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
DAYTIME
LANE CLOSURE WITH TWO
AUTOMATED FLAGGER DEVICES
(STOP/SLOW PANELS)

ON

HIGH SPEED URBAN (45-55 mph)
TWO-LANE CONVENTIONAL HIGHWAY

FEBRUARY 2009  TAST-C3UH

350 FT.
(9 Skip Lines)
ote 1

See

|
wl'I

350 FT.
(9 Skip Lines)
K
3B0FT.
- (9 Skip Lines)
12077, T
(3 Skip Lines)
200-300FT.
(57 Skip Lines) 100 FT. Max.
¥2.5 Skip Lines)

Cone spacing not

W20_4. to exceed 40 FT.
36x36in. (1 Skip Line)
5202 This sign shall be located a Maximum
- 26 1_8 . distance of 500’ {12 Skip Lines) past

*I8N- the work area.
W20-1 W34 100 FT. Max.
36x36 in. 36x36 in. {2.5 Skip Lines)

120 FT.
Automated Flagger 350 FT. (3 Skip Lines)
B—  Device with Stop/Slow (9 Skip Lines)
Panels and Signs
Work Area
NYSDOT

30 FT.
(9 Skip lines)

350 FT.
(9 Skip Lines)
See Note 1

!
|
-
1
&
|
|
I ,
2
|
2
I ’
-
|
a
!
=
1
o
1
o
1
!
;
!
I
[]
1

y

NOT TO SCALE
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GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting

(NYSDOT Specific Projects)(Federal & State Funds)

Page 19 of 29

HIGH SPEED URBAN HIGHWAY
(45-55 mph)

o
Notes:

1. Short-term stationary is daytime work that occupies a location for more
than 1 hour within a single daylight period.

2. In urban conditions, advance warning sign spacing may be reducedto a
100 FT. (Min.) in order to accommodate side streets and driveways.

3. The Barrier Vehicle shall be an unoccupied large dump truck, with the
parking brake set and with the front wheels turned away from the employees
in the work area.

4. There shall be no workers, equipment, or other vehicles in the buffer
space or the roll ahead distance.

5. Any buffer distance provided in advance of the barrier vehicle set-up will
add to the safety of the work area. The buffer space is from the end of
the lane taper to the beginning of the work area.

6. State Law signs (NYR9-11 or NYR9-12) are optional if the anticipated
work duration is less that 4 hours. If used, State Law sign is to be
placed 300 FT. In advance of the initial wamning sign.

|
>

Buffer Space (See Table)
OR
Barrier Vehicle Set-up Required

s”?ﬁ,‘pk')“‘* Buffer Space
45 360’ (9 Skip Lines)
50 425' (~11 Skip Lines) !
55 495' (~13 Skip Lines) EY

This sign shall be located

G20-2  aMaximum distance of 320 FT.
36x18 in. 500' (12 Skip Lines) past (8 Skip Lines)
the work area.

w20-1 W4-2R

36x36 in. 36x36 in.
v

NYW8-33 W20-5R

48x24 in. 36x36 in.

W1-6L
48x24 in.
Arrow Panel
_ (Caution Mode) i
Barrier Vehicle /
m with TMIA #| Work Area
NYSDOT
WORK ZONE TRAFFIC CONTROL
SHORT-TERM STATIONARY ’
OPERATION INVOLVING
RIGHT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON
HIGH SPEED URBAN (45-55 mph)
ONE-WAY CONVENTIONAL HIGHWAY ’ -
FEBRUARY 2009  TAST-C5UH

100 FT. Max.
2.5 Skip Lines)
-~
. : Spotter
<« N Recommended
y

Roll Ahead Distance
BOFT.
(2 Skip Lines)
T If Barrier Vehicle
Set-up is used:
Barrier Vehicle
- is Required
= and TMIA
4 Recommended
See Note 5

A 4

Cone spacing not
to exceed 40 FT.
{1 Skip Line)

pay
ry

350 FT.
{9 Skip Lines)

H’

350 FT.
{9 Skip Lines)

See Note 2 for
: Sign Spacing
QOptions

350 FT.
(9 Skip Lines)

F

Bl

R

NOT TO SCALE
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GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting Page 20 of 29
(NYSDOT Specific Projects)(Federal & State Funds)

HIGH SPEED URBAN HIGHWAY
(45-55 mph)

Notes:
1. Short-term stationary is daytime wark that occupies a location for more than
1 hour within a single daylight period.
2. Inurban cenditions, advance warning sign spacing may be reduced to a 100 FT.

3
200 FT. Max.
(5 Skip Lines)
¥

(Min.} in order to accommodate side streets and driveways. ?tzggfr:mnded
3. The Barrier Vehicle shall be an unoccupied large dump truck with the parking
brake set and with the front wheels turned away from the employees in the Cone spacing not
work area. toexceed 40 FT.
4. There shall be noworkers, equipment, or other vehicles in the buffer space or {1 Skip Line}
the roll ahead distance. y ¥
5. Any buffer distance provided in advance of the barrier vehicle set-up =
will add to the safety of the work area. The buffer space is fromthe @ 3 Rol Ahead Distance
end of the lane taper to the beginning of the work area. E E 80 FT. (2 Skip Lines)
6. State Law signs (NYR9-11 or NYR9-12) are optional if the 2 o
anticipated work duration is less that 4 hours. If used, State ) o E ¥ \eh #2
Law sign is to be placed 300 FT. In advance of the initial & &l > if Barrier Vehicle
warning sign. ?,; 2 _ Set-up is used:
& £ Barrier Vehicle #1
Limit Z 3 is Required and
S“{M“m Buffer Space @ 5 TMIA Recommended.
Barrier Vehicle #2
45 360’ (9 Skip Lines) —] Recommended and
50 425' (~11 Skip Lines) '§ TMIA s Recommended
55 495’ (~13 Skip Lines) I
8%
G20-2 This sign shall be located a Maximum 2
36x18 in distance of 500' (12 Skip Lines) past —:
" the work area.
1320 FT. 660FT.
W20-5aR we-2L (32 Skip Lines {16 Skip Lines)
36x36 in. 36x36 in.
r
W20-1 W4-2R
. BGEOFT.
36x36 in. i o
. . 36x36 in. (Optional) (16 Skip Lines)
- NYW8-33 W1-6L 3 y
48x24 in. 48x24 in. |
o {Optional)
Work Area 660 FT.
{16 Skip Lines)
Amrow Panel OR -
(Caution Mode)
CESER Barier Vehicle with TMIA ‘
350 FT.
NYSDOT (9 Skip Lines)
WORK ZONE TRAFFIC CONTROL —
SHORT-TERM STATIONARY 0 oo Eﬁes}
OPERATION INVOLVING P

See Note 2
for spacing

RIGHT TWO LANE CLOSURE
(CURBED OR NO SHOULDER)

r

®0&

ON option.
350 FT.
HIGH SPEED URBAN (45-55 mph) {9 Skip Lines)
ONE-WAY CONVENTIONAL HIGHWAY !
FEBRUARY 2009  TAST-C6UH NOT TO SCALE
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(NYSDOT Specific Projects)(Federal & State Funds)

HIGH SPEED URBAN HIGHWAY
(45-55 mph)

Notes:

1. Short-term stationary is daytime work that occupies
alocation for more than 1 hour within a single
daylight period.

2. In urban cenditions, advance warning sign spacing
may be reduced to a 100 FT.(Min.) in order to
accommodate side streets and driveways.

3. The Barrier Vehicle shall be an uneccupied large dump

~eonE o]
Cone spacing not

to exceed 40 FT.
(1 Skip Line)

—

See Note 2

OPERATION INVOLVING

TWO-WAY LEFT TURN LANE CLOSURE
ON

HIGH SPEED URBAN (45-55 mph)
CONVENTIONAL HIGHWAY

FEBRUARY 2009 TAST-C7UH

350 FT.
(~9 Skip Lines)

truck, with the parking brake set and with the front wheels ' ] 300 FT
turned away from the employees in the work area. (Optional) 8 Skip Li
4. There shall be no workers. equipment, or other vehicles (~8 Slip Lines)
in the buffer space or the roll ahead distance. J . y
5. Any buffer distance provided in advance of the barrier 4 I
vehicle will add to the safety of the work area. The buffer
space is is from the end of the lane taper to the beginning =
of the work area. S I Barrier Vehicle
6. If using BOTH a Barrier vehicle and a Buffer Space, 8 = * and TMIA Required
first place the Barrier Vehicle at the required roll-ahead D . if Buffer Space
distance from the work area, and then provide as much g 8 cannet be obtained.
Buffer Space as practicable. 2 I
7. State Law signs (NYR9-11 or NYRS-12) are optional if @ 2 _
the anticipated work duration is less that 4 hours. If used, £ @ K Roll Ahead
State Law sign is to be placed 300 FT. In advance of the m Distance
initial warning sign. 80 FT.
(2 Skip Lines)
Speed Limit I L
{m} Buffer 3”09 1 &
s S Spotters
360" (9 Skip Li
45 (9 Skip Lines) ! w Recommended
50 425" (~11 Skip Lines)
55 495’ (~13 Skip Lines) 3 i Y Roll Ahead
— Distance
This sign shall be located % - 80 FT.
- G202  a Maximum distance of e I |2 Skip Lines)
36x18 in. 500" (12 Skip Lines) past 85 -
the work area. 88 | Barrier Vehicle
82 A and TMIA Required
w201 W20-5 T3 if Buffer Space
36x36 in. 36x36 in. £ . cannot be obtained.
& I
L Work Area ' R4-7 I
ﬂ 24x30in. I 3
300 FT.
_ Arrow Panel (Caution Mode) | (~8 Skip Lines)
{Optional)
m Barrier Vehicle with TMIA 350 FT.
| (~9 Skip Lines)
See Note 2
NYSDOT e
WORK ZONE TRAFFIC CONTROL |
SHORT-TERM STATIONARY |

NOT TO SCALE
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(NYSDOT Specific Projects)(Federal & State Funds)

HIGH SPEED URBAN HIGHWAY
Notes: (45-55 mph)

1. Shori-term stationary is daytime work that occupies a location for

] ]

more than 1 hour within a single daylight period. K 100 FT M
e . . . - Miax.
2. In urban conditions, advance warning sign spacing may be reduced (2.5 Skip Line)
to a 100 FT. (Min.) in order to accommodate side streets and driveways. v

3. The barrier vehicle shall be an unoccupied large dump truck with
the parking brake sef and with the front wheels turned away from the
employees in the work area.

4. There shall be no workers, equipment, or other vehicles in the

buffer space or the roll ahead distance.
5. Any buffer distance provided in advance of the barrier vehicle set-up

Spotter
Recommended
3

Roll Ahead distance

will add to the safety of the work area. The buffer space is from the b ! @ Si(i) Furnes}
end of the lane taper fo the beginning of the work area. T 3 1 d
6. State Law signs (NYR9-11 or NYR9-12) are optional if the = g| | w  [fBarrier Vehicle
anticipated work duration is less than 4 hours. If used, State Law & 5 : set-up is used:
sign to be placed 300 FT. in advance of initial waming sign. 8 &|o 1y Barrier Vehicle
7. Place “ROAD WORK AHEAD" signs on side road 100-200 FT. g 2 1 - is Required
, . [ d TMIA i
In advance of intersection. 5 :.g?: ; Rjgummendlzd.
a2 2 : i
s’ﬁ;‘.’;‘“ Buffer Space &

45 360’ (9 Skip Lines) See Note 5

50 425’ (~11 Skip Lines)
55 495’ (~13 Skip Lines)

- NYW8-33
36x18in.

W4-2R

W1-6L
36x36 in. ABx24 in.

" v
See Note 7
‘é"ézgé W20-5R
X35 . 36x3B in. 660 FT.

(16 Skip Lines)

Gzo.2  Thissign shall be located a Maximum
36x18 in. distance of 500' (12 Skip Lines) past 3

" the work area.

Work Area

EIES Amow Panel
— (Caution Mode)

CEEHE Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

Cone spacing not
Y to exceed 40 FT.
(1 Skip Line)

k

See Note 7

350 FT.
(9 Skip Lines)

See Note 2

for spacing
options

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE THRU INTERSECTION
(CURBED OR NO SHOULDER)
ON
HIGH SPEED URBAN (45-55 mph)
ONE-WAY CONVENTIONAL HIGHWAY

350 FT.
(9 Skip Lines)

®

:
!
!
4
|
|
—
i
|
|
|1
|1
||
11
1
1
1
I
1
I
I
1
1
I
1
1,1
1T

1

il

FEBRUARY 2009 TAST-C8UH NOT TO SCALE
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Notes:

daylight period.

FREEWAY OR EXPRESSWAY

1. Short-term stationary is daytime work that occupies
a location for more than 1 hour within a single

2. The barrier vehicle shall be an unoccupied large
dump truck with the parking brake set left in low or
reverse gear and with the front wheels turned away
from the employees in the work area.

3. There shall be no workers. equipment. or other

vehicles in the buffer space or the roll ahead distance.
4. Any buffer distance provided in advance of the
barrier vehicle will add to the safety of the work area.
5. State Law signs (NYR9-11 or NYRS-12) are optional
if anticipated work duration is less than 4 hours. If
used, State Law sign to be placed 1000 FT. in advance
of initial warning sign.

This sign shall be located

FREEWAY OR

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
SHOULDER CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER)
ON

AUGUST 2008

G20-2 a Maximum distance of
48x24 in. 500 (12 Skip Lines) past
the work area.
W21-5aR W20-1
48x48 in. 48x48 in.
W21-5 W21-5bR
48x48 in. 48x48 in.
V A Work Area
_ Arrow Panel
(Caution Mode)
Barrier Vehicle with TMIA
NYSDOT

EXPRESSWAY

TAST-E1

\ Spotter
Recommended

Roll Ahead Distance
80FT.
(2 Skip Lines)

_ Barrier Vehicle
Required
TMIA
Recommended

See Note 4

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

r
X

200FT.
l'{5 Skip Lines)

'y

500 FT.
{1 Reference Marker)

500FT.
(1 Reference Marker)

OR

1500 FT.
(3 Reference Markers)

NOT TO SCALE

IFB #23133




GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting Page 24 of 29
(NYSDOT Specific Projects)(Federal & State Funds)

FREEWAY OR EXPRESSWAY TAST-E2
e e
s [ oo [ orBtons

1. Short-term stationary is daytime work that occupies a location ' 100 ET Max.
for more than 1 hour within a single daylight period. (2.5 Skip Line)
2. The barier vehicle shall be an unoccupied large dump truck with T -
the parking brake set and with the front wheels tumed away from ?‘
the employees in the work area. i
3. There shall be no workers. equipment, or other vehicles in the f"’,i Spotter
buffer space or the roll ahead distance. Recommended
4. Any buffer distance provided in advance of the barrier vehicle Co . t
will add fo the safety of the work area. Roll Ahead : ne SF;?jcﬂlgl-El?
5. State Law signs (NYR9-11 or NYR9-12) are optional if Distance 0 exceed 2U 1.
anticipated work duration is less than 4 hours. If used, 80FT. (1 Skip Line)
State Law sign to be placed 1000 FT. in advance of initial (2 Skip Lines)

waming sign. ehicle #1
poa Veh #2

™
Longths TMIA Required : -

Lllmll: based on

Lane Shift ] Vehicle #2 is
(Mph) 10" 11 | 12 Recommended but
; ; ; not required, and may
5 | 550 | 605} 660 See Note 4 be a vehicle other than a
60 | 600’ | 660° | 720’ large dump. TMIA is
) ' ) Recommended
65 | 650" | 715'| 760 _::
This sign shall be located See Table for
- G202 aMaximum distance of I-gr,le aper
48x24in.  500' (12 Skip Lines) past istance
the work area. OR u
) e W20-1 ¥ 'S
48x24 in. 48x48 in. . S?EO Il:'T ry
(5 Skip Lines) | i 1000 FT.
(2 Reference Markers)
W20-5R W4-2R
48x48 in. 48x48 in.
- )
— A
;";f" <+ Work Area
Amrow Panel 1500 F‘E‘ ”
(Caution Mode) (3 Reference Markers)
CEEED  Barrier Vehicle with TMIA
o _‘[
A
NYSDOT
WORK ZONE TRAFFIC CONTROL
2600 FT.
SHORT-TERM STATIONARY (5 Reference Markers)
OPERATION INVOLVING
RIGHT LANE CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER) v
ON [ S—
FREEWAY OR EXPRESSWAY
AUGUST 2008 TAST-E2 NOT TO SCALE
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FREEWAY OR EXPRESSWAY
PAVED SHOULDER LESS THAN 8 FT.

[ corRom |
Notes:

1. Shori-term stationary is daytime work that occupies a location
for more than 1 hour within a single daylight period.

2. The barrier vehicle shall be an unoccupied large dump truck
with the parking brake set and with the front wheels turned away
from the employees inthe work area.

3. There shall be no workers, equipment. or other vehicles in the
buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier vehicle will
add to the safety of the work area.

5. State Law signs (NYR9-11 or NYR9-12) are optional if anticipated
work duration is less than 4 hours. If used, State Law sign to be placed
1000 FT. in advance of initial warning sign.

fe e e ———

Taper

Shoulder -
Lengths [
U | bosedon | T8
(Mph) Lane Shift £-6 Shift
100 | 117 12° See Note 4

55 | 550° | 605’ | 660° | 75'-110°
60 | 600’ | 660’ | 720° | B80'-120°
65 650" | 715°| 760" | 90°-130°

This sign shall be located ngnga%ﬁ gr
G20-2 a Maximum distance of Distance

48x24 in. 500" (12 Skip Lines) past
the work area.

3

W20-1 y
, See Table for 4

48x48 in. Shoulder Taper
Distance 3

W20-5R WA4-2R
48x48 in. 48x48 in.
=i
Work Area
_ Arrow Panel
(Caution Mode)
CESER Barrier Vehicle with TMIA

NYSDOT
WORK ZONE TRAFFIC CONTROL

NYW8-33
48x24 in.

SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON
FREEWAY OR EXPRESSWAY

M — — —— —— —— —— — —— S S S S B SN e T S . e e e W WS TR T W TN B T M, e s s ow

—
—
—

AUGUST 2008 TAST-E3

N\

TAST-E3
[ nouBhom
F 100 FT. Max.
(2.5 Skip Line)

Spotter
Recommended

b

Roll Ahead
Distance

80 FT.

(2 Skip Lines)
¥

Barrier Vehicle
And
TMIA Required

Cone spacing not
to exceed 40 FT.
{1 Skip Line)

| . e

'y

1000 FT.
(2 Reference Markers)

1500 FT.
(3 Reference Markers)

2600 FT.
(5 Reference Markers)

NOT TO SCALE
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GROUP 31503 - Bituminous Concrete Hot Mix Asphalt 2018 VPP 2" Letting Page 26 of 29
(NYSDOT Specific Projects)(Federal & State Funds)

FREEWAY OR EXPRESSWAY -h- TAST-E4
Notes: Downstream Taper L] Spotter
1. Short-term stationary is daytime work that occupies 100 FT. Max. Recommended
a location for more than 1 hour within a single daylight ~ Per Travel Lane
period. Required Roll Ahead Distance
2. The barrier vehicle shall be an unoccupied large dump 80 FT.
truck with the parking brake set and with the front wheels (2 Skip Lines)

tumed away from the employees in the work area.
3. There shall be no workers, equipment, or other vehicles
in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier

vehicle will add to the safety of the work area. Barrier Vehicle #1 and TMIA
5. State Law signs (NYR9-11 or NYR9-12) are optional Required.
if anticipated work duration is less than 4 hours. If used, See Note 4 Barrier Vehicle #2 is Required
State Law sign to be placed 1000 FT. in advance of initial and TMIA Recommended.
warning sign. Barrier Vehicle #3 is Recommended
but not Required, and may be a
vehicle other than a large dump.
Taper See Table for TMIA Recommended.
Lengths Lane Taper
Speed based on Distance :
(imt | Lane shif OR (i e
10 | 11" | 127 X
55 | 550’ | 605’ | 660’ 1
60 600° | 660’ | 720° 1500 FT. 760 FT.
65 | 650° | 715'] 760° (3 Reference Markers) (19 Skip Lines)

Cone spacing
R oo exceed
" This sign shall be located 40FT.
- G20-2 a Maximum distance of (1 Skip Line)
48x24 in. 500 (12 Skip Lines) past ip Lines)
the work area.
(Optional) Y i (Optional)
W9-2L W20-1
48x48 in. 48x48 in.
xaeim See Table for
Lane Taper OR
Distance
W20-5aR 2R ‘ [oeees
48x48 in. x48in. ( SEI'(UU I':-T- . -
5 Skip Lines)
Amrow Panel & 1000 FT.

(Caution Mode) (2 Reference Markers)

Barrier Vehicle [ ~
m with TMIA ﬁ’/" Work Area

NYSDOT

y

L

C TRAEEI 1500 FT.
WORK ZONE TRAFFIC CONTROL (3 Reference Markers)
SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT TWO LANE CLOSURE
(PAVED SHOULDER 8 FT. OR WIDER) 2600 FT.
ON (5 Reference Markers)
FREEWAY OR EXPRESSWAY

y

AUGUST 2008 TAST-E4 NOT TO SCALE
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FREEWAY OR EXPRESSWAY --.- -h- TAST-E5
PAVED SHOULDER LESS THAN 8 FT. Downstream Taper ; f;’ 7 ¢ Spoter
Notes: 100 FT. Max. L, Recommended

' . - . Per Travel Lane —

1. Short4term stationary is daytime work that occupies Reauired FRoll Ahead Dista
a location for more than 1 hour within a single daylight equire 0 ;’S FTlS nece
period. S

2. The barrier vehicle shall be an unoccupied large dump v (2 Skip Lines)
truck with the parking brake set and with the front wheels _
tumed away from the employees in the work area. Ve

3. There shall be no workers, equipment, or other vehicles -
in the buffer space or the roll ahead distance. _

4. Any buffer distance provided in advance of the barrier 1 Barrier iehicle #1 and TMIA
vehicle will add to the safety of the work area. Required.

5. State Law signs (NYR9-11 or NYR9-12) are optional See Note 4 Barrier Vehicle #2 is Required
if anticipated work duration is less than 4 hours. If used, and TMIA Recommended.
State Law sign fo be placed 1000 FT.in advance of initial A i
warning sign. 1

Taper See Table for
Speed Lengths s'-:-lerw Lane Taper
Limit based on b a;': o Distance
(Mph) Lane Shift e
w ]z 4'-6' Shift OR m
55 | 550’ | 605’ | 660’ | 75110’ ¥
60 ' es0 | 720° | 80%-120°
600" | 660’ | 720 80’120 1520 FT. 760 FT
65 | 650 | 715°| 760° | 90°-130° (3 Reference Markers) (19 Skip Lines)
’ Cone spacing
= H- -
This sign shall be located ’ S‘ﬁﬂ FL1i-'
- G202 aMaximum distance of 760 FT. (1 Skip Line)
48x24in. 500" (12 Skip Lines) past (19 Skip Lines)
the work area.
e {Optiona“"; - (Optional)
- W20-1
48x48 in. 48x48 in. See Table for
LgnetaTaper
istance OR
W20-5aR W4-2R i
48x48 in. 48x48 in. See Table for &
Sh%qlderTaper v
Amow Panel istance - 1000 FT.
_ (Caution Mode) (2 Reference Markers)
Barrier Viehicle [
m With TMIA .r'”_.a/:";r, Work Area
NYSDOT 1500 FT.
WORK ZONE TRAFFIC CONTROL (3 Reference Harkers}
SHORT-TERM STATIONARY
OPERATION INVOLVING
RIGHT TWO LANE CLOSURE
(PAVED SHDULDE(:{NLESS THAN 8 FT.) 2600 ET.
5 Reference Markers
FREEWAY OR EXPRESSWAY { )
MARCH 2009 TAST-E5 NOT TO SCALE
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FREEWAY OR EXPRESSWAY
Notes: -
1. Short-term stationary is daytime work that occupies 100 FT. Max. 1
a location for more than 1 hour within a single daylight (25 Skip Line) §
period.

2. The barrier vehicle shall be an unoccupied large dump
truck with the parking brake set and with the front wheels
turned away from the employees in the work area.

3. There shall be no workers, equipment, or other vehicles
in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barmier Recommended
vehicle will add to the safety of the work area.

5. State Law signs (NYR9-11 or NYR9-12) are opfional
if anticipated work duration is less than 4 hours. If
used, State Law sign to be placed 1000 FT. in advance
of initial warning sign.

Barrier Vehicle
L::z:s Shoulder and
theed|  based on e TMIA Required

(Mph) Lane Shift o
10 | 117 ] 12 46 Shit

55 | 550’ | 605’ | 660 | 75°-110°
60 | 600" | 660’ | 720" | 80’-120'
65 | 650’ | 719’| 760" | 90°-130°

This sign shall be located
G20-2  aMaximum distance of
48x24 in. 500" (12 Skip Lines) past

the work area.
48)(24 in.

W20-1
48x48 in. 1000 FT.

’ (2 Reference
Markers)
W20-5L wa-2L
A8x48 in. 48x48in.
m Work Area
Arrow Panel
(Caution Mode)
IEEER  Barrier Vehicle with TMIA
NYSDOT

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
LEFT LANE CLOSURE
(PAVED SHOULDER LESS THAN 8FT.)
ON
FREEWAY OR EXPRESSWAY

AUGUST 2008 TAST-E6

i)

*m

Cone spacing not
to exceed 40 FT.
(1 Skip Line)

4Roll Ahead Distance
80FT.
+ (2 Skip Lines)

See Note 4

See Table for
Lane Taper
Distance

Y

+ See Table for
Shoulder Taper
¢ Distance

1

1500 FT.
(3 Reference Markers)

2600 FT.
(5 Reference Markers)

|.
}

NOT TO SCALE
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FREEWAY OR EXPRESSWAY

Notes:

1. Short-term stationary is daytime work that occupies
a location for more than 1 hour within a single daylight
period.

2. The barrier vehicle shall be an unoccupied large dump
truck with the parking brake set and with the front wheels
turned away from the employees in the work area.

3. There shall be no workers, equipment, or cther vehicles
in the buffer space or the roll ahead distance.

4. Any buffer distance provided in advance of the barrier

WORK ZONE TRAFFIC CONTROL

SHORT-TERM STATIONARY
OPERATION INVOLVING
LEFT TWO LANE CLOSURE
(PAVED SHOULDER LESS THAN 8 FT.)
ON
FREEWAY OR EXPRESSWAY

AUGUST 2008

TAST-E7

L
s
treee

Spotter
Recommended

Bl .-

b

.|

vehicle will add fo the safefy of the work area. Barrier

5. State Law signs (NYR9-11 or NYRS-12) are optional Vehicle#2 3,
if anticipated work duration is less than 4 hours. If Requred 2| B
used, State Law sign to be placed 1000 FT. in advance and TMIA g Dis
of initial waming sign. Recommended ©°

NYW8-33 T
48x24 in. 1500 FT.
(3 Reference Markers)
This sign shall be located
- G202 a Maximum distance of
48x24in. 500" (12 Skip Lines) past
the work area.
W9-2R W20-1
43x48 in. 48x48 in.
(Optional) e
W20-5aL W4-2L
48x48 in. sexasin. i OR ;
Work Area 8
1000 FT.
Arrow Panel {2 Reference Markers)
{Caution Mode)
Barrier Vehicle with TMIA AN
NYSDOT

k

k

oS

-

'Roll Ahead Distance
BOFT.

#

v (2 Skip Lines)

Barrier Vehicle #1
and
TMIA Required
Cone spacing
not fo exceed
T

40 FT.
k (1 Skip Line)
T20FT.
(18 Skip Lines)

3

-

[

T50 FT.
(19 Skip Lines)

‘

750 FT.
{19 Skip Lines)

g

-

. / ’ (Optional)

T20FT.
(18 Skip Lines)

A

200 FT.
v (5 Skip Lines)

*_4’
-

1500 FT.
(3 Reference Markers)

J-_‘L’
-

2600 FT.
(5 Reference Markers)

NOT TO SCALE
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